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§464.47
PSNS

Maximum for
monthly aver-
age

Maximum for

Pollutant or pollutant property any 1 day

kg/62.3 million Sm3 (pounds
per billion SCF) of air

scrubbed

Copper (T) .. 1.56 0.852
Lead (T) ... 1.07 0.527
Zinc (T) ... 1.54 0.588
Total phenols .. 1.74 0.608
TTO ... 3.95 1.29
Oil and g

monitoring) 60.8 20.3

(d) Mold Cooling Operations.
PSNS

Maximum for
monthly aver-
age

Maximum for

Pollutant or pollutant property any 1 day

kg/1,000 kkg (pounds per mil-
lion pounds) of metal

poured
Copper (T) .. 0.304 0.166
Lead (T) ... 0.209 0.103
Zinc (T) . 0.3 0.114
0.821 0.268
Oil and grease (for alternate
mMONiItoring) .....cceevevvenerieenns 11.8 3.94

[50 FR 45247, Oct. 30, 1985; 51 FR 21762, June
16, 1986]

§464.47 Effluent limitations guidelines
representing the degree of effluent
reduction attainable by the applica-
tion of the best conventional pollut-
ant control technology. [Reserved]
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degree of effluent reduction attainable

614



		Superintendent of Documents
	2015-08-25T13:05:17-0400
	US GPO, Washington, DC 20401
	Superintendent of Documents
	GPO attests that this document has not been altered since it was disseminated by GPO




